KaiserSelect

A BREAKTHROUGH IMPROVEMENT IN ALUMINUM FLAT ROLLED PRODUCTS

The next level of performance and quality:

e Mechanical properties that are higher than
T6511 with thickness tolerances 1/2 that of
Aluminum Association Standards

e Improved through thickness grain
structure control

e Improved machinability

e Improved residual stress control

e Improved lot-to-lot consistency

PRECISITON PLATE

Precision Plate® is available in 6061-T651 alloy in
standard widths up to 60.5"”, and in thicknesses
ranging from .250" to 3”. Kaiser Select Precision
Plate is so flat, tolerances are guaranteed even
after sawing. That means fewer and faster setups,
longer runs, improved tooling life and less scrap.

Kaiser Aluminum utilizes innovative rolling
techniques and a certified Mill Control System

to dramatically improve plate flatness.

Because Precision Plate is a wrought product,

its mechanical and physical properties are superior
- to cast products. Precision Plate is finished with

a durable satin-brushed surface on both sides.

It is easy to work with and naturally resists
corrosion without extra protection even in harsh
environments. Precision Plate is easy to anodize
and may be painted by following normal
procedures for pretreating, priming and

coating aluminum.




PRECISION PLATE KEY CHARACTERISTICS
v

KaiserSelect

Size Range: Thickness from .250” to 3.00” in standard widths up to 60.5"
Short Cycle Flatness (in any 2 ft.): .060"
Longitudinal Flatness (in any 2 ft.): .100"
Traverse Flatness: .125 for .250" - .624" gauge
.100"” for .625" - 3.000” gauge

PRECISION PLATE

6061-T651 PRECISION PLATE

v
Lbs/ Lbs/ Guaranteed Tolerances
Sgsf t. Pé::_e Standard Sizes Thickness Flatness
Longitudinal | Transverse | Short Span
In6Ft | 3Ft.-4Ft | InAny2Ft
3.61 88 250 x 36.5 x 96.5 +012/-000 | 100 .125 .060
3.63 118 250 X 48.5 X 96.5 +014/-000 | .100  .125  .060
3.63 177 250 x 48.5 x 144.5 +.014/-000 | .100 ! 125 | .060
3.63 221 250 x 60.5 x 144.5 +015/-000 | .100  .125 | .060
4.52 220 313485 x 144.5 +014/-000 | 100  .125 | .060
5.40 132 375 x36.5 X 96.5 +015/-000 | 100  .125 | .060
5.41 263 375 x 48.5 x 144.5 +017/-000 | .100  .125  .060
5.43 330 375 x 60.5 x 144.5 +.020/-000 | .100 ! 125 | .060
7.22 177 500 x 36.5 X 96.5 +023/-000 | .100  .125 | .060
7.22 351 500 x 48.5 x 144.5 +023/-000 | .100  .125 | .060
7.25 440 500 X 60.5 x 144.5 +027/-000 | 100 | .125 | .060
8.98 437 625 x 48.5 x 144.5 +023/-000 | .100 .100 060
9.01 547 625 x 60.5 x 144.5 +.027/-.000 | .100 ! 100 | .060 For more
10.81 264 750 X 36.5 X 96.5 +031/-000 | .100 ' .100 | .060 information on
10.81 526 750 X 48.5 X 144.5 +031/-000 | .100  .100 | .060 the complete
10.84 658 750 X 60.5 x 144.5 +.037/-000 | .100  .100 | .060 line of Kaiser
12.55 611 875 x 48.5 x 144.5 +031/-000 | .100  .100 | .060 Aluminum and
14.38 352 1.000 x 36.5 x 96.5 +.039/-000 | .100 ! 100 | .060 Kaiser Select
14.38 700 1.000 x 48.5 X 144.5 +.039/-000 | .100  .100 | .060 products, call
14.44 876 1.000 x 60.5 x 144.5 +.047/-000 | 100  .100 | .060 800-474-6814.
17.91 871 1.250 X 48.5 X 144.5 +039/-000 | .100  .100 | .060
17.96 1090 1.250 X 60.5 X 144.5 +.047/-000 | 100  .100 | .060
21.44 1043 1.500 x 48.5 X 144.5 +039/-000 | 100 .100 060 KAISER
| ALUMINUM

21.49 1304 1.500 X 60.5 X 144.5 +.047/-000 | .100 | .100 | .060 _ _
2507 | 1220 1.750 x 48.5 x 144.5 +.055/-000 | .100  .100 | .060 www kaiseraluminum.com
28.22 1392 2.000 x 48.5 x 144.5 +.055/-000 | .100  .100 | .060
28.64 1739 2.000 x 60.5 x 144.5 +060/-000 | .100 .100 | .060
32.13 1564 2.250 x 48.5 x 144.5 +.055/-000 | .100 ‘ 100 | .060
35.80 1742 2.500 x 48.5 x 144.5 +075/-000 | .100 .100 | .060
39.26 1911 2.750 x 48.5 x 144.5 +075/-000 | .100 .100 | .060
42.85 2085 3.000 x 48.5 x 144.5 +075/-000 | .100  .100 | .060
50.09 2438 3.500 x 48.5 x 144.5 +100/-000 | .100 1 100 | .060
ORDER NOW
The above sizes are stocked in satin finish. Kaiser Aluminum also stocks 4.000 to 6.000 inch sizes in mill finish.
Custom sizes are also available.




